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Φ220mm DCDCDCDC离心风机 DDDDCCCC centrifugalcentrifugalcentrifugalcentrifugal fansfansfansfans CECECECE RSRSRSRS

GeneralGeneralGeneralGeneral SpecificationsSpecificationsSpecificationsSpecifications
� Material ---------- Impeller:PIastic( UL 94V-0)

Pillow:Die-Cast Aluminum
� Lead Wire -------- + Red - Black (Sensor) Yellow (Control) Brown
� Life time -----------50000 Hours Ball bearing
� Storage Temperatur--- -25℃ ~ +70℃（Non-comdensing）
� Bearing Type----- Ball Bearings
� Speed Range----- ±5%
� Part Numbering System

SFD-KF220B24H- B R 1
Waterproof level:0=IP42,1=IP55,2=IP68

Sensor: 0=no,R=RD sensor ,F=FG sensor ,P=PWM sensor ,T=Temperature sensor
Bearing:S=sleeve bearing,B=ball bearing

ΦΦΦΦ220220220220 mmmmmmmm 后向 backwardbackwardbackwardbackward curvedcurvedcurvedcurved

AirAirAirAir Flow-StaticFlow-StaticFlow-StaticFlow-Static PressurePressurePressurePressure CharacteristicsCharacteristicsCharacteristicsCharacteristics

Dimensions(unit:mm\inch)Dimensions(unit:mm\inch)Dimensions(unit:mm\inch)Dimensions(unit:mm\inch)
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VDC AMP Watt R.P.M M3/h CFM Pa dB-A

SFD-KF220B24H 24 4.6 84 3100 1050 605.8 605 75

SFD-KF220B48H 48 2.2 76.8 3100 1050 605.8 605 75
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